
Model / Description RRP Inc GST

CK2.2 - Dual Gang  Keypad $895.00

Fully integrated with Software Suite

4MB of Programmable Memory

Renaming of LCD buttons with 'friendly names'

Sensor on Front Panel for IR Pass Through from Local remotes

RJ45 & terminal block Connections

IR Learning

CK1.1 - Single Gang  Keypad $425.00

Fully integrated with Software Suite

4 Pages of Programmable Buttons

Renaming of LCD buttons with 'friendly names'

Sensor on Front Panel for IR Pass Through from Local remotes

RJ45 & terminal block Connections

Daisy-Chain Capability

Rackmounting

All current B&K products are available in a 

Image not currently 19" rackmount  configuration. 

available (must be requested prior to ordering)

Faceplates are available in Black, Silver 

TVC31 $435.00

The TCV31 accepts a standard component video signal input (high definition 

or standard definition), and converts that signal to a “differential drive” 

component video signal. A differential drive signal can be sent over long distances 

(up to 1000ft.), with minimal signal loss or degradation.  The TCV31 has one 

component video input (RCA connector type) and two differential drive CAT-5 

outputs (Out 1 and Out 2 RJ45 connectors).

RCV30 $435.00

This module is essentially the B&K WR30WF, with an added dual-decora 

mounting option. The RCV 30 is a direct replacement for the WR30WF when used 

with an HD6. The internal circuitry is identical. 

The RCV 30 is a necessary module when using the TCV 31.
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TAV21 $345.00

This module accepts a standard L/R audio and composite video signal input and 

converts the signal to a “differential drive” L/R audio and composite video signal. 

A differential drive signal can be sent over long distances (up to 1000ft.) with 

minimal signal loss or degradation.  

The TAV 21 has L/R audio and composite video signal inputs (RCA connector type) 

and two differential drive CAT-5 outputs. 

RAV20 $345.00

The RAV 20 accepts a differential drive L/R audio and composite video signal from 

a TAV 21 and converts that signal back to standard line level L/R audio and composite 

video signal outputs. The RAV 20 has both a “Master” and “Slave” RJ45 input/output. 

A differential drive audio/video signal received over CAT-5 cable is buffered 

internally, and may be “slaved” to any number of RAV 20 modules, up to 1000ft. total. 

Each module requires local power when used in the master/slave configuration.

AV40 $135.00

The AV40 is a passive device that will send a standard composite video and analog 

audio signal, as well as infrared commands over a short distance (less than 50ft), via 

a CAT-5 cable. This device is bi-directional, and is typically used with the CT 600.3/

600.1/300.3 Series to convert the RJ45 buffered output to standard RCA outputs/

3.5mm output to link audio, video and infrared control with other 

audio/video equipment.

IR80 $195.00

The IR80 is a device that accepts an infrared signal from a B&K Keypad or an 

external control receiver and sends the received signal out eight 3.5mm mono 

outputs simultaneously. This device may also be slaved to another IR80, 

which will provide another eight infrared outputs. The IR80 is typically 

used to provide multiple infrared outputs to control preamplifiers, 

receivers and source gear within a single installation

GP68 $245.00
GP68 is a multi-purpose, bi-directional passive device that

converts eight RJ45 inputs each into matching eight-position terminal 

block connectors.

BOA ADP $105.00
Converts the CT 600.1/600.3/300.3 buffered RJ45 outputs 

back to industry standard RCA type composite video and analog L/R audio 

connectors. Also provided is a female 3.5mm infrared input, to allow 

direct control of the buffered source. 
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AVR1230 $2,995.00
Multi-Zone Amplifier

Number of Channels 12

Power Rating @ 8 Ω 30 W

Pairs of Output Devices Per Channel 1

Amperage Peak to Peak 16

Dynamic Head Room 1.0 dB

Frequency Response 5 Hz to 45 kHz

Damping Factor (50 Hz) 80

Input Impedance Ω 33.2 k

Total Harmonic Distortion 0.09%
Signal To Noise Ratio 95 dB

Level Controls Yes
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TERRA LA $1995.00 Pair

• Variable Phase Adjustment

Frequency response............. 69-25 kHz ±3db
Nominal impedance ............... 4 ohms
Sensitivity ............................. 86db 1 watt/1 meter
Recommended RMS Power... 30 watts - 100watts per channel
Tweeter................................. 1” silk, shielded dome
Bass-mid................................ 4” cast-frame, shielded
Dimensions:........................... 38 cmX18 cmX 29 cm (H W D)
Weight.................................... Net 6.8Kg - Total 8.7Kg

* As shown: Black Metallic Baffle/Ferrari Red Enclosure

* Various Color Options / Leather available

TERRA II PRO $3295.00 Pair

• 4" LF loudspeaker by Morel
• Variable Phase Adjustment 

Frequency response............... 69-25 kHz ±3db
Nominal impedance ............. 8 ohms
Sensitivity ............................. 86db 1 watt/1 meter
Recommended RMS Power... 30 to 100 watts per channel
Tweeter................................. 1” silk, shielded dome
Bass-mid................................ 4” cast-frame, shielded
Dimensions:........................... 38 cmX18 cmX 29 cm (H W D)
Weight.................................... Net 6.8Kg - Total 8.7Kg

* Various Color Options / Leather available

VENUS $1795.00 Pair

Frequency response................ 50-22kHz ±3db

Nominal impedance ....................... 8 ohms

Sensitivity ...................... 88db 1 watt/1 meter

Recommended RMS Power.............. 50 watts

Tweeter........................ 1” silk, shielded dome
Bass-mid................................... 5 1/2” shielded
Dimensions:… 22 cm X 22 cm X 32 cm (H W D)

Weight....................... Net 5.5Kg - Total 7.6Kg

100V Line Model alaso available

* Colors Options: Red, Black, White
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PLUTO $1695.00 Pair

Pluto is 2-way vented loudspeaker which is perfect for HiFi stereo 

applications, Home Cinema and Studio Monitoring.

Frequency response................ 50-22kHz ±3db

Nominal impedance ...................... 8 ohms

Sensitivity ...................... 88db 1 watt/1 meter

Recommended RMS Power.............. 50 watts
Tweeter........................ 1” silk, shielded dome
Bass-mid................................... 5 1/2” shielded

Dimensions:… 22 cm X 22 cm X 32 cm (H W D)

Weight....................... Net 5.5Kg - Total 7.6Kg

SPUTNIK $2,995.00
12" PASSIVE SUBWOOFER

It is loaded with 1000 W RMS/ 8 Ohms low frequency loudspeaker. 

Combined with the 10 mm thick die cast aluminium enclosure, 

Sputnik produces ground-shaking low frequencies.

Frequency response........................... 20-150Hz

Nominal impedance ........................... 8 ohms

Sensitivity ......................... 88db 1 watt/1 meter
Recommended RMS Power...... 300-1000 watts
Loudspeaker.....................................12”

Dimensions:… 54 cm X 54 cm X 48 cm (H W D)

Weight............................. Net 35Kg - Total 45Kg

No matter where you want to position your loudspeakers, you can rely on the 

dependable support of our stands. Stunning design, full flexibility and superb rigidity. 

They will accommodate very securely your Terra II or Terra LA. As the 

loudspeaker is not only put on each of the stand, but fastened to it by 

means of the unscrewable legs. So you simply cannot put it down.

Both stands have great flexibility - you can rotate the loudspeaker in every direction.

THS-1 $1695.00 Pair
FLOOR STAND

WM-1 $495.00 Pair
WALL MOUNT STAND
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SubTerranean

12" Active Subwoofer

• Hand Sanded Aluminum enclosure
• Extremely robust 10mm thick cast aluminum LF driver enclosure
• High Gloss metallic/pearl lacquer
• Hand polished solid brass hardware
• Laser cut stainless steel decorations
• 12 " woofer
• 250W RMS subwoofer power (Model 1)
• 250W RMS subwoofer power + 2x75W RMS power for satellites 
(Model 2)

Frequency response...... 18 - 200 Hz

Sensitivity ....................... 85 db 1 watt/1 meter

RMS Power..................... 250 W - Model 1

250 W + 2 x 75 W - Model 2

Woofer diameter............. 12 "

Dimensions:..................... 60 cm(H) 50 cm(W) 50 cm(D)

Weight.............................. Net 50 kg 

Available in two versions:  

Model 2  for 2.1 Monitoring. 

250W amplifier for the Subwoofer and 2x75W for satellites.

Model 1 for Surround Sound with 250W amplifier

Hand Lacquered solid aluminum enclosure.

Genuine leather covered bass port,

stainless steel laser cut logos and decorations

SL001 Model 1 (w/ Black Structure Lacquer) shown $4,595.00

S1002 Model 1 (w/ Metallic/Pearl Lacquer) $4,595.00
* All color options of TERRA LA / TERRA II

S2002 Model 2 (w/ Metallic/Pearl Lacquer) $5,195.00
* All color options of TERRA LA / TERRA II
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SUB Compact 6 - 6.5" 200 Watt Powered Subwoofer $895.00

• Component Drivers: 6.5" heavyweight fibercone woofer,

2" voice coil and 30 oz. magnet

• Low End Frequency Response: 28 Hz (-3 dB)

• System Power: 200 Watts

• Dimensions: 8" H x 7 7/8" W x 9 3/8" D (with amp and grille)

SUB Compact 8 - 8" 300 Watt Powered Subwoofer $1,095.00

• Component Drivers: 8" heavyweight fibercone woofer,

2" voice coil and 40 oz. magnet

• Low End Frequency Response: 27 Hz (-3 dB)

• System Power: 300 Watts

• Dimensions: 10" H x 9 7/8" W x 11 3/8" D (with amp and grille)

SUB Compact 10 - 10" 400 Watt Powered Subwoofer $1,495.00

• Component Drivers: 10" heavyweight fibercone woofer,

2" voice coil and 50 oz. magnet

• Low End Frequency Response: TBA

• System Power: 400 Watts

• Dimensions: 12 15/16" H x 11 3/" W x 12 15/16" D (with amp and grille)

SUBSONIC - Dual 6.5" 350 Watt Powered Subwoofer $1,295.00

• Component Drivers: Dual 6.5" heavyweight fibercone

woofers, 2" voice coils and 30 oz. magnets

• Low End Frequency Response: 28 Hz (-3 dB)

• System Power: 350 Watts

• Dimensions: 9 1/4" W x 8" H x 9 3/8" D (with amp and grille)

• Black or White Piano Finish

Baby Boomer - Dual 8" 600 Watt Powered Subwoofer $1,595.00

• Component Drivers: Dual 8" heavyweight fibercone

woofers, 2" voice coils and 40 oz. magnets

• Low End Frequency Response: 23 Hz (-3 dB)

• System Power: 600 Watts

• Dimensions: 11 1/4" W x 10" H x 11 3/8" D (with amp and grilles)

* See also: 'Corner Subwoofers' Page.17
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Baby Boomer Plus - Dual 8" 800 Watt Powered Subwoofer $1,995.00

• Component Drivers: Dual 8" heavyweight fibercone

woofers, 2" voice coils and 40 oz. magnets

• Low End Frequency Response: 23 Hz (-3 dB)

• System Power: 800 Watts

• Dimensions: 11 1/4" W x 10" H x 11 3/8" D (with amp and grilles)

• Black Piano Finish

SuperSonic - Dual 12" 800W Powered Subwoofer $2,595.00

• Component Drivers: Dual 12"polypropylene woofers,

2.5" voice coils and 50 oz. magnets

• Low End Frequency Response: 22 Hz (-3 dB)

• System Power: 800 Watts

• Dimensions: 15" W x 15" H x 16 15/16" D (with amp & grilles)

• Black Piano Finish

UltraSonic - Dual 12" 800W Powered Subwoofer $3,195.00

• Component Drivers: (2) 12" heavyweight polypropylene cone woofers

with butyl rubber surrounds, 2.5" voice coils, and 50 ounce magnets

• Low End Frequency Response: 20 Hz

• Maximum SPL: 116.5 dB

• System Power: 800 Watts

• Dimensions: 15 3/4" W x 22 7/16" H x 16 1/16" D (with amp & grilles)

PS Sub 225 - 12" 225W Front Firing Powered Subwoofer $995.00

• Component Drivers: 12" heavyweight polypropylene

woofer with butyl rubber surround, 1.5" dual-layer

voice coil and 20 oz. magnet

• Low End Frequency Response: 30 Hz (-3 dB)

• System Power: 225 Watts

• Dimensions: 14 1/4 “ H x 15” W x 15 3/4" D (with amp and grille)

AC Sub 125 - 10" Front Firing Powered Subwoofer $695.00

• Component Drivers: 10" heavyweight fibercone

woofer

• Low End Frequency Response: 33 Hz (-3 dB)

• System Power: 125 Watts

• Dimensions: 13" W x 14 15/16" H x 14 1/2" D (with

amp, grille and isolation cones)

* See also: 'Corner Subwoofers' Page.17
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Sonic 500 $1,695.00
12" 500 Watt Powered Subwoofer

• Component Driver: 12" heavyweight polypropylene

cone woofer with butyl rubber surround, 

2.5" voice coil, and 50 ounce magnet
• Low End Frequency Response: 25 Hz (- 3 dB)

• System Power: 500 Watts

• Dimensions: 15" W x 15" H x 16 15/16" D (with Amp & Grille)

• Black Piano Finish

BD300 - 5.25" 3-Element Center Channel Speaker $695.00 Ea

• Component Drivers: 1" silk dome tweeter with neodymium magnet and dual

5.25" polypropylene woofers

• Frequency Response: 70-20 kHz (+/- 3 dB)

• Operative Power Range: 15-125 Watts, 275 Watts Peak

• Sensitivity: 87 dB @ 1 Watt /1 Meter (2.83 Volts Pink Noise)

• Dimensions: 16 1/2" W x 6 1/4" H x 8" D

• Black Piano Finish

BD600 - 4-Element 300 Watt Reference Center Channel $1195.00 Ea

• Component Drivers: 1" liquid cooled silk dome tweeter with neodymium

magnet, 4" polypropylene midrange with butyl rubber surround and die cast

phase plug, (2) 6.5" polypropylene woofers with butyl rubber surrounds

• Frequency Response: 55- 20 kHz (+/- 3 dB)

• Operative Power Range: 15-200 Watts, 300 Watts Peak

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 20 3/8" W x 8 7/16" H x 9 1/2" D (w/ Grille)

• Black Piano Finish

BD500 - 5.25" 2-Way Bookshelf Speakers $835.00 Pair

• Component Drivers: 1" silk dome tweeter, 5.25" polypropylene woofer

and die cast phase plug

• Frequency Response: 49-20 kHz (+/- 3 dB)

• Operative Power Range: 15-75 Watts, 225 Watts Peak

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 6 3/8" W x 9 ½” H x 8 1/8" D (with Grille)

• Black or White Finish Available

* See also: 'Corner Subwoofers' Page.17
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BD500 OW - 5.25" 2-Way Speakers (On Wall Version) $835.00 Pair

• Component Drivers: 1" liquid cooled silk dome tweeter with neodymium 

magnet, 5.25" polypropylene woofer with butyl rubber surround and 

die cast phase plug

• Frequency Response: 90 -20 kHz (+/- 3 dB)

• Operative Power Range: 15-75 Watts, 225 Watts Peak

• Sensitivity: 89 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 6 3/8" W (at front) x 7 5/16" W (at rear) x 9 5/8" H x 4 1/4"

• Black or White Finish Available

BD650 - 6.5" 3-Way Audiophile Reference Monitors $1495.00 Pair

• Component Drivers: 1" liquid cooled silk dome tweeter with

neodymium magnet, 4" polypropylene midrange with butyl rubber

surround and die cast phase plug, 6.5" polypropylene woofer with butyl

rubber surround and die cast basket

• Frequency Response: 36-20 kHz (+/- 3 dB)

• Operative Power Range: 15-200 Watts, 300 Watts Peak

• Sensitivity: 90 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 7 7/8" W x 15 5/8" H x 14 1/8" D (with Grille)

• Black Finish Available

BD1000 - 5.25" 4-Element Slim-Line Tower Speaker $1995.00 Pair

• Component Drivers: 1" silk dome tweeter, 5.25" polypropylene midrange

with die cast phase plug, dual 5.25" polypropylene woofers

• Frequency Response: 34-20 kHz (+/- 3dB)

• Operative Power Range: 15-150 Watts, 300 Watts Peak

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 6.5" W x 40.75" H x 10.5" D

• Black Finish Available

“I recommend these speakers to anyone.” -Home Theater Review

BD2000 - 4-Element 350 Watt Audiophile Reference Tower $3495.00 Pair

• Component Drivers: 1" liquid cooled silk dome tweeter with neodymium

magnet, 4" polypropylene midrange with butyl rubber surround and die cast

phase plug, (2) 6.5" polypropylene woofers with butyl rubber surrounds and

die cast baskets

• Frequency Response: 31-20 kHz (+/- 3 dB)

• Operative Power Range: 15-200 Watts, 350 Watts Peak

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 7 7/8" W x 39" H x 14 3/8" D (with Grille and Isolation Cones)

• Black Finish Available
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BD700 - 300W Audiophile Reference Centre Channel $1595.00 Ea

• Component Drivers: 1" liquid cooled silk dome tweeter with neodymium

magnet, 4" polypropylene midrange with butyl rubber surround and die cast

phase plug, (2) 6.5" polypropylene woofers with butyl rubber surrounds and

die cast baskets

• Frequency Response: 53-20 kHz (+/- 3 dB)

• Operative Power Range: 15-200 Watts, 300 Watts Peak

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 20 3/8" W x 8 7/8" H x 9 1/2" D (with Grille)

• Mahogany of Maple Veneer

BD750 - 6.5" 3Way Audiophile Reference Monitors $1995.00 Pair

• Component Drivers: 1" liquid cooled silk dome tweeter with

neodymium magnet, 4" polypropylene midrange with butyl rubber

surround and die cast phase plug, 6.5" polypropylene woofer with butyl

rubber surround and die cast basket

• Frequency Response: 34-20 kHz (+/- 3 dB)

• Operative Power Range: 15-200 Watts, 300 Watts Peak

• Sensitivity: 90 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 8 3/4" W x 15 5/8" H x 14 1/8" D (with Grille)

• Mahogany of Maple Veneer

BD2500 - 400W Audiophile Reference Tower $4895.00 Pair

• Component Drivers: 1" liquid cooled silk dome tweeter with neodymium

magnet, 4" polypropylene midrange with butyl rubber surround and die cast

phase plug, (2) 6.5" polypropylene woofers with butyl rubber surrounds and

die cast baskets

• Frequency Response: 29-20 kHz (+/- 3 dB)

• Operative Power Range: 15-200 Watts, 400 Watts Peak

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 8 7/8" W x 39" H x 14 3/8" D (with Grille and Isolation Cones)

• Mahogany of Maple Veneer

* Finishes: Mahogany or Natural Maple Wood Veneer
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OC HT1 - On Ceiling Speaker $595.00 Ea

• Component Drivers: 1" silk dome tweeter with neodymium magnet, 5.25"

polypropylene woofer and die cast phase plug

• Frequency Response: 110-20 kHz

• Operative Power Range: 15-75 Watts, 225 Watts Peak

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 8 15/16" Round x 4 3/8” D (with Grille)

• Accessories: Includes two grilles – metal perf & cloth, on-ceiling and on-wall

brackets. White Finish only

CS 66 $1495.00 Ea
Dual 6.5" 350 Watt Corner Loaded Powered Subwoofer

• Component Drivers: Dual 6.5" heavyweight

fibercone woofers with butyl rubber surrounds, 2"

voice coils, and 30 ounce magnets

• Low End Frequency Response: 28 Hz (- 3 dB)

• System Power: 350 Watts

• Dimensions: 10 3/4" W x 11 3/4" Footprint x 14 1/4" H (with Amp & Grille)

• Accessories: Includes two grilles – metal perf & cloth

CS 88 $1995.00 Ea
Dual 8" 700 Watt Corner Loaded Powered Subwoofer

• Component Drivers: Dual 8" heavyweight fibercone

woofers with butyl rubber surrounds, 2" voice coils,

and 40 ounce magnets

• Low End Frequency Response: 23 Hz (- 3 dB)

• System Power: 700 Watts

• Dimensions: 12 3/8" W x 13 3/8" Footprint x 17" H (with Amp & Grille)

• Accessories: Includes two grilles – metal perf & cloth

* CS66/88 SERIES - White or Black Finish available
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SUPER K 555 $895.00 Ea
5-Element 200 Watt 5.25" In-Wall Center Channel / LCR

• Component Drivers: 1" liquid cooled pivoting titanium dome supertweeter

with Neodymium magnet, 1" liquid cooled pivoting titanium dome tweeter

with Neodymium magnet, 3" woven Kevlar cone, high definition midrange

with butyl surround, (2) 5.25" woven Kevlar cone, long throw woofers with

butyl surrounds

• Level Control Switches: +/- 3 dB for high, mid & low frequencies

• Frequency Response: 60-20 kHz (+/- 3 dB)

• Crossover Frequencies: 1.8 kHz, 5 kHz & 10 kHz

• Recommended Amplifier Power: 20-200 Watts RMS per channel

• Sensitivity: 91 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Nominal Impedance: Impedance switch for 4 or 8 Ohms

• Dimensions: 14" W x 10" H x 3 5/16" D

SUPER K 622 $995.00 Pair
2-Element 125 Watt 6.5" In-Ceiling Speakers

• Component Drivers: 1" liquid cooled pivoting titanium dome tweeter with

Neodymium magnet, 6.5" woven Kevlar cone, long throw woofer with butyl

surround

• Level Control Switches: +/- 3 dB for high & low frequencies

• Frequency Response: 55-20 kHz (+/- 3 dB)

• Crossover Frequencies: 4 kHz

• Recommended Amplifier Power: 20-125 Watts RMS per channel

• Sensitivity: 92 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Nominal Impedance: Impedance switch for 4 or 8 Ohms

• Dimensions: 9 1/8" Round x 4 1/8" D

SUPER K 833 $1295.00 Pair
3-Element 200 Watt 8" In-Ceiling Speakers

• Component Drivers: 1" liquid cooled pivoting titanium dome tweeter with

Neodymium magnet, 3" woven Kevlar cone, high definition midrange with

butyl surround, 8" woven Kevlar cone, long throw woofer with butyl surround

• Level Control Switches: +/- 3 dB for high, mid & low frequencies

• Frequency Response: 45-20 kHz (+/- 3 dB)

• Crossover Frequencies: 1.3 kHz & 5 kHz

• Recommended Amplifier Power: 20-200 Watts RMS per channel

• Sensitivity: 91 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Nominal Impedance: Impedance switch for 4 or 8 Ohms

• Dimensions: 10 3/4" Round x 4 15/16" D
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K6 - 6.5" 2Way In Ceiling Speaker $535.00 Pair

• Component Drivers: 3/4" pivoting titanium dome tweeter and 6.5"

Kevlar cone Long-Throw woofer

• Frequency Response: 60-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 20-80 Watts RMS per channel

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

K8 - 8" 2Way In Ceiling Speaker $595.00 Pair

• Component Drivers: 1" pivoting titanium dome tweeter and 8" Kevlar

cone Long-Throw woofer

• Frequency Response: 50-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 20-120 Watts RMS per channel

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

K LCR - Left/Centre/Right $465.00 Ea

• Component Drivers: 1" pivoting titanium dome tweeter and dual 6.5" Kevlar

cone Long-Throw woofers

• Frequency Response: 50-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 20-200 Watts RMS per channel

• Sensitivity: 89 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

K60 - 6.5" 2-Way In-Wall Speaker $495.00 Pair

• Component Drivers: 1" pivoting titanium dome tweeter and 6.5" Kevlar

cone Long-Throw woofer

• Frequency Response: 50-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 20-150 Watts RMS per channel

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

K80 - 8" 2-Way In-Wall Speaker $565.00 Pair

• Component Drivers: 1" pivoting titanium dome tweeter and 8" Kevlar

cone Long-Throw woofer

• Frequency Response: 40-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 40-200 Watts RMS per channel

• Sensitivity: 86 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)
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CM 5001 $235.00 Pair

• Component Drivers: 3/4" titanium dome tweeter and 5.25"

polypropylene woofer

• Frequency Response: 60-20 kHz (+/- 3 dB)

• Crossover Frequency: 6 kHz

• Recommended Amplifier Power: 20-80 Watts RMS / channel

• Sensitivity: 86 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

CM 6001 $295.00 Pair

• Component Drivers: 3/4" titanium dome tweeter and 6.5" polypropylene

woofer

• Frequency Response: 50-20 kHz (+/- 3 dB)

• Crossover Frequency: 5 kHz

• Recommended Amplifier Power: 20-100 Watts RMS / channel

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

CM 8001 $395.00 Pair

• Component Drivers: 3/4" titanium dome tweeter and 8" polypropylene

woofer

• Frequency Response: 40-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 20-120 Watts RMS / channel

• Sensitivity: 91 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

PM 6000 $335.00 Pair

• Component Drivers: 1" titanium dome tweeter and 6.5" polypropylene

woofer with foam surrounds

• Frequency Response: 50-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 20-150 Watts RMS / channel

• Sensitivity: 91 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

PM 8000 $395.00 Pair

• Component Drivers: 1" titanium dome tweeter and 8" polypropylene

woofer with foam surrounds

• Frequency Response: 40-20 kHz (+/- 3 dB)

• Crossover Frequency: 4 kHz

• Recommended Amplifier Power: 20-200 Watts RMS / channel

• Sensitivity: 93 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)
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Sonic-Fit Series Model / Description RRP Inc GST

S FIT SAT-150 (Monitor) $385.00 Pair

Universal satellite ideal for front, side or rear channel applications.

Includes key hole bracket and threaded insert to 

accommodate a variety of mounting methods.

• Component Drivers: 1 “ liquid cooled silk dome tweeter with neodymium

magnet and 3” polypropylene woofer with rubber surround

• Frequency Response: 100-20 kHz (+/- 3 dB)

• Power Handling: 120 Watts Peak

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Black Finish

S FIT LCR-250 (LCR Channel Speaker) $635.00 Pair

Perfect for wall mounting around a flat panel TV for left, center and right.

Keyhole bracket for vertical or horizontal orientation. 

Includes horizontal table base accessory.

• Component Drivers: 1 “ liquid cooled silk dome tweeter and dual 3” polymer

cone woofers with rubber surrounds

• Frequency Response: 100-20 kHz (+/- 3 dB)

• Power Handling: 150 Watts Peak

• Sensitivity: 85 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Black Finish

S FIT CTR-350 (Centre Channel Speaker) $435.00 Ea

Place on or under a TV or rack for your center channel position. 

• Component Drivers: 1 “ liquid cooled silk dome tweeter and dual 4” glass

fibercone woofers with rubber surrounds

• Frequency Response: 75-20 kHz (+/- 3 dB)

• Power Handling: 200 Watts Peak

• Sensitivity: 86 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 20" W x 6 3/8" H x 8 1/2" D

• Black Finish

S FIT MON-450 (Monitor) $1095.00 Pair

High performance shelf monitor with exceptional

detail and clarity in an ultra-compact format. 

• Component Drivers: 1 “ liquid cooled silk dome tweeter and 4” fibercone

woofer with rubber surround

• Frequency Response: 60-20 kHz (+/- 3 dB)

• Power Handling: 180 Watts Peak

• Sensitivity: 87 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 6 3/8" W x 11 3/4" H x 8 1/2” D

• Black Finish
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Sonic-Fit Series Model / Description RRP Inc GST

S FIT TWR-1050 (Tower) $1555.00 Pair

Slim line floor standing tower perfect for placement 

in the corner or sideby-side with a big screen TV.

Video shielded to prevent interference with TV picture.

• Component Driver: 1” liquid cooled silk dome tweeter, (2) 4” glass fibercone

midranges with rubber surrounds, (2) 4” glass fibercone woofers with rubber

surrounds

• Frequency Response: 50-20 kHz (+/-3 dB)

• Power Handling: 150 Watts

• Dimensions: 43 1/2“ H x 7 13/100” W x 12 1/2" D (with grille)

S FIT CNR SUB-500 (Subwoofer) $1045.00 Ea

Specifically designed, both acoustically and visually, for corner placement.

This corner loaded subwoofer features an innovative sloping front baffle design,

enabling it to virtually obliterate standing waves, resulting in deeper, cleaner bass.

• Component Driver: 6.5" heavyweight fibercone woofers with butyl rubber

surrounds, 2" voice coil, and 30 ounce magnet

• Low End Frequency Response: 28 Hz (- 3 dB)

• System Power: 300 Watts

• Dimensions: 8 3/4" W x 9 3/4" Footprint x 12 7/16" H (with Amp & Grille)

• Accessories: Includes two grilles – metal perf & cloth

ATLANTIS 5 $455.00 Pair

5.25 inch 2-Way Weatherproof Indoor / Outdoor Speakers

• Component Drivers: 3/4" liquid cooled metal dome tweeter and 5.25"

polypropylene high compliance woofer

• Frequency Response: 80-20 kHz (+/- 3 dB)

• Operative Power Range: 20-100 Watts, 200 Watts Peak

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 7 1/4" W x 9 3/4" H x 6 3/4" D

ATLANTIS 6 $655.00 Pair

6.5 inch 2-Way Weatherproof Indoor / Outdoor Speakers

• Component Drivers: 1" liquid cooled metal dome tweeter and 6.5"

polypropylene high compliance woofer

• Frequency Response: 65-20 kHz (+/- 3 dB)

• Operative Power Range: 15-100 Watts, 250 Watts Peak

• Sensitivity: 89 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 8 1/2" W x 12" H x 7 5/8" D
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Model / Description RRP Inc GST

QP2 $895.00 Pair
QUANTUM SERIES - 2 WAY LCR

• Component Drivers: 1" liquid cooled titanium dome tweeter with Plasma

Vapor treatment, and 3" carbon graphite woofer with rubber surround

• Frequency Response: 125-21 kHz

• Recommended Amplifier Power: 20 - 100 Watts RMS per channel

• Operative Power Range: 15 80 Watts, 150 Watts Peak

• Sensitivity: 90 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 4" W x 7" H x 3 7/8" D

* White, Silver or Black Finish • Accessories: Includes 3 Wall Brackets for either Flush-Fit Fixed or Swivel Tilt

QP3 $1395.00 Pair
QUANTUM SERIES - 3 WAY LCR

• Component Drivers: 1" titanium dome tweeter with Plasma Vapor

treatment, and dual 3" carbon graphite woofers

• Frequency Response: 100-21 kHz (+/- 3 dB)

• Operative Power Range: 15-100 Watts, 200 Watts Peak

• Sensitivity: 86 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 4" W x 15 7/8" H x 3 7/8" D

• Accessories: Horizontal & Vertical Flush-fit wall bracket included.

* White, Silver or Black Finish Threaded T-nut in place for aftermarket swivel bracket.

QP5 $2095.00 Pair
QUANTUM SERIES - 5 WAY LCR

• Component Drivers: 1" titanium dome tweeter with Plasma Vapor

treatment, dual 3" carbon graphite midranges, and dual 3" carbon

graphite woofers

• Frequency Response: 80-21 kHz (+/- 3 dB)

• Operative Power Range: 15-150 Watts, 250 Watts Peak

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 4" W x 25 3/4" H x 3 7/8" D

* White, Silver or Black Finish • Accessories: Horizontal & Vertical Flush-fit wall bracket included.

Accessories: In-Wall Conversion Kit

Converts QP 3 or QP 5 from On-wall to In-Wall

speakers. Allows speakers to swivel 25 degrees left to right.

QP3 IWC-Kit $275.00 Pair
• Cutout: 4 5/8" x 16 1/4

QP5 IWC-Kit $275.00 Pair
• Cutout: 4 5/8" x 26 1/4
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Model / Description RRP Inc GST

Accessories: QP Table Bases
Aluminum Vertical or Horizontal Table Top Stand

QPV Base $155.00 Ea
• Wire concealment channel for a clean look

• Hardware in place for easy speaker mounting

• Silver only

QPH Base $105.00 Ea
Horizontal table top base for QP 2, QP 3, QP 5, QP 9 or QP

• Silver or Black

QP7 $1395.00 Ea
QUANTUM SERIES - TRI CHANNEL (7 Drivers)

• Component Drivers: (3) 1" liquid cooled titanium dome tweeters with

Plasma Vapor treatment and (4) 3" carbon graphite woofers with butyl

surrounds

• Frequency Response: 100-21 kHz

• Operative Power Range: 15-150 Watts

• Dimensions: 31 1/2" W x 4" H x 3 7/8" D (including grille and mounting

bracket)

* Silver or Black Finish

QP9 $1795.00 Ea
QUANTUM SERIES - TRI CHANNEL (9 Drivers)

• Component Drivers: (3) 1" liquid cooled titanium dome tweeters with

Plasma Vapor treatment and (6) 3" carbon graphite woofers with butyl

surrounds

• Frequency Response: 100-21 kHz (+/- 3 dB)

• Operative Power Range: 15-200 Watts

• Dimensions: 38" W x 4" H x 3 7/8" D (including grille and mounting

bracket)

* Silver or Black Finish

QP15 $2895.00 Ea
QUANTUM SERIES - TRI CHANNEL (15 Drivers)

• Component Drivers: (3) 1" pivoting titanium dome tweeters with Plasma

Vapor treatment, (6) 3" carbon graphite midranges with butyl surrounds, (6)

3" carbon graphite woofers with butyl rubber surrounds

• Frequency Response: 80-21 kHz

• Operative Power Range: 15-250 Watts

• Sensitivity: 90 dB @ 1 Watt / 1 Meter

• Dimensions: 57 5/16" W x 4" H x 3 7/8" D (including grille and mounting

* Silver or Black Finish bracket)
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Model / Description RRP Inc GST

Q-PANEL 5000 $1795.00 Pair

• Component Drivers: 1" pivoting titanium dome tweeter with Plasma

Vapor treatment, (2) 5.25" carbon fiber woofers with die cast baskets

flat wire edge-wound voice coils, butyl surrounds & neodymium magnets

and butyl rubber surrounds

• Frequency Response: 45-21 kHz

• Recommended Amplifier Power: 20 -200 Watts RMS per channel

• Operative Power Range: 15-200 Watts

• Sensitivity: 88 dB @ 1 Watt / 1 Meter

* White or Black Finish • Dimensions: 7 3/8" W x 32 1/2" H x 3 3/4" D (including grille and mounting bracket)

Q-PANEL 10000 TBA

• Component Drivers: 1" pivoting titanium dome tweeter with Plasma

Vapor treatment, (4) 5.25" carbon fiber woofers with die cast baskets

Image not flat wire edge-wound voice coils, butyl surrounds & neodymium magnets

currently available and butyl rubber surrounds

• Frequency Response: TBD

• Recommended Amplifier Power: 20 -200 Watts RMS per channel

• Operative Power Range: 15-200 Watts

• Sensitivity: TBD

* White or Black Finish • Dimensions: 7 3/8" W x 46" H x 3 3/4" D (including grille and mounting bracket)
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Model / Description RRP Inc GST

MB5000 $625.00
SATTELITE SYSTEM

Satellite

• Component Drivers: 1 “ liquid cooled Mylar dome tweeter and 3”

polypropylene woofer

• Frequency Response: 120-20 kHz (+/- 3 dB)

• System Power: 200 Watts

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 3 7/8" W x 6 3/4" H x 4 1/8" D

Center Channel

• Component Drivers: 1 “ liquid cooled Mylar dome tweeter and dual 3”

polypropylene woofers

• Frequency Response: 120-20 kHz (+/- 3 dB)

• System Power: 200 Watts

• Sensitivity: 88 dB @ 1 Watt / 1 Meter (2.83 Volts Pink Noise)

• Dimensions: 10 1/4" W x 4" H x 4" D

MB5500 $1,395.00
5.1 SATTELITE SYSTEM

• Includes MB 5000 AND

MicroBurst Subwoofer

• Component Drivers: Dual 6.5" heavyweight fibercone woofers, 2" voice

coils and 30 oz. magnets

• Low End Frequency Response: 32 Hz (-3 dB)

• System Power: 200 Watts

MB5500 • Dimensions: 9 1/2" W x 9 1/16" H x 9 5/8" D (with grilles)
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LS300C $149.00

Video Sheilded Center Channel Speaker

• Dual 4in mid bass drivers
• 25mm (1.0in) tweeter
• Video shielded
• Power Handling: 100W

ATo5 $199.00

5" Indoor / Outdoor Speaker

• 5.0in Two Way Speaker System
• Includes Mounting Brackets and Hardware
• Dimensions: 6.675in D x 7.0in W x 9.5in H
* Price per pair
• Power Handling: 125W

IH VSS4 $549.00
4 Zone Dual Source Speaker Selector with Volume Controls

• Dual source with independent a/b switch per zone

• Removable input/output connectors which accept 14 gauge speaker wire

• Four zone speaker selector

• Dual source and impedance matching volume controls

IH VSS2 $349.00
2 Zone Dual Source Speaker Selector with Volume Controls

• Dual source with independent a/b switch per zone
• Removable input/output connectors which accept 14 gauge speaker wire

• Two zone speaker selector

• Dual source and impedance matching volume controls

IH DSSM4 $199.00

4 Zone Dual Source Speaker Selector

• Four zone speaker selector

• Dual source with manual protection switch

• Removable input/output connectors

NET - Custom Audio Visual Catalogue 
sales@nextet.com.au

Next Entertainment Technology P/L 27
May 2009

Price subject to change without notice



Model / Description RRP Inc GST

AS8C $399.00
8in Two Way In-Ceiling Speaker

• Carbon-Filled Polypropylene woofers with Butyl rubber surround.

• Treated silk dome swivel tweeters with ferro fluid cooled voice coil for 

extended highs and better power handling capabilities. Moisture resistant.

• 8 in two way 100 watt speaker

• 25mm (1in) pivoting tweeter

• Price Per Pair

AS6C $299.00
6in Two Way In-Ceiling Speaker

• Carbon-Filled Polypropylene woofers with Butyl rubber surround.

• 6.5 in two way 75 watt speaker

• 25mm (1in) pivoting tweeter

• Price Per Pair

AS5C $169.00

5in Two Way In-Ceiling Speaker

• Carbon-Filled Polypropylene woofers with Butyl rubber surround.

• 5.25 in two way 60 watt speaker

• 19mm (3/4in) pivoting tweeter

• Price Per Pair

AS8S $399.00

8in Three Way In-Wall Speaker

• 8 in two way 200 watt speaker

• 50mm (2in) midrange 

• 25mm (1in) pole mounted swivel tweeter

• Price Per Pair

AS6S $299.00
6.5in Two Way In-Wall Speaker

• Carbon-Filled Polypropylene woofers with Butyl rubber surround.

• 6.5in two way speaker

• 100W power handling

• 25mm (1.0in) tweeter

• Price Per Pair

www.audiosource.net
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AS5S $199.00
5in Two Way In-Wall Speaker

• Carbon-Filled Polypropylene woofers with Butyl rubber surround.

• 5.25in two way speaker

• 75W power handling

• 25mm (1.0in) tweeter

• Price Per Pair

AS10SW $369.00

10in Passive In-Wall Subwoofer

• Carbon-Filled Polypropylene woofers with Butyl rubber surround.

• 10in passive in-wall subwoofer

• 150W power handling

• Price Per Each

AS8SW $249.00

8in Passive In-Wall Subwoofer

• Carbon-Filled Polypropylene woofers with Butyl rubber surround.

• 8in passive in-wall subwoofer

• 100W power handling

• Price Per Each

ATc8DM $299.00
8in Dual Voice Coil Summed Mono In-Ceiling Speaker

• 8 in dual voice coil

• 25mm (1.0in) pivoting tweeter

• Summed mono in-ceiling speaker

• Sensitivity: 86/89dB 1W/1m

• Price Per Each

ATc6DM $229.00
6.5in Dual Voice Coil Summed Mono In-Ceiling Speaker

• 6.5 in dual voice coil

• Dual angled 25mm (1.0in) ferro-fluid tweeters

• Summed mono in-ceiling speaker

• Sensitivity: 86/89dB 1W/1m

• Price Per Each

www.audiosource.net
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Model / Description RRP Inc GST

IT-REFERENCE 16 Ei $6,999.00
Discrete Symmetrical AC Power Source

AC Current Capacity:

Input - 16 Amp capacity required

Output - 8 - 16 Amps RMS * (maximum, all outlets combined - continous)

Outlets: 8 (symmetrical balanced outlets)

4 (Power Factor Technology outlets - 9 amps RMS reserve - 

reactive load - over 80 amps pk. charge, 3x 10A, 1x 16A)

Transient Voltage Surge Suppression:

230 VAC - Series Multi-Stage Protection - Non-Sacrificial 

with Zero Ground Contamination.

Extreme Voltage Shutdown (275VAC ±5VAC VAC)

SPR 16 Ei $4,699.00
Stable Power AC Voltage Regulator

AC Current Capacity:

Input - 16 Amp capacity required

Output - 16 Amps RMS (15 Amps continous & 215 VAC)

AC Voltage Regulation:

Provides AC regulation for a continuous output of 230VAC (±5.0V typically) 

with an input voltage range of 213VAC to 245VAC. (The SPR-16E i will 

regulate well beyond 213VAC to 245VAV, but not within ±5.0VAC)

Outlets:

1 (linearly filtered outlet â€“ 16 amp)

7 (linearly filtered outlets)

4 (linearly filtered outlet with additional ultrasonic filtering 

for video components)

ELITE 16PFei $1,999.00
Linear Filtering AC Power Conditioner

Linear Filtering Technology (LiFT) for unequaled audio and video clarity

Series Multi-Stage Protection provides maximum AC surge suppression

Extreme Voltage Shutdown (EVS) protects your equipment from sustained 

over-voltage conditions

Zero ground contamination circuitry protects critical digital components

Power Factor Technology provides over 55 Amps peak charge surplus current 

for power-starved amplifiers

Ultrasonic bi-filtering isolates digital and video circuits from analog 

components

Retractable LED lamps illuminate a cabinet or rack full of equipment

12 Volt triggering for remote control

www.furmansound.com
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ELITE 10i $1,199.00
Linear Filtering AC Power Conditioner

Linear Filtering Technology (LiFT) for unequaled audio and video clarity

Series Multi-Stage Protection provides maximum AC surge suppression

Extreme Voltage Shutdown (EVS) protects your equipment from sustained 

over-voltage conditions

Zero ground contamination circuitry assures delivery of pure AC

Two retractable, low-heat LED lights with dimmer for rack illumination

12 volt triggering for remote control

Outlets: 1 (linearly filtered outlet - front)

4 (linearly filtered outlet - rear panel)

AC210E $399.00
Compact Power Source Suit: Plasma, LCD & Projectors

Compact chassis design easily attaches to any flat screen television 

mount or any other remote location

Advanced Linear Filtering Technology assures unequalled audio/video clarity

Virtually maintenance free Series Multi-Stage Protection AC surge suppression

Extreme voltage shutdown guards your valuable equipment from 

dangerous wiring faults

Zero ground contamination circuitry protects critical video circuits

AC Current Capacity:

Input - 10 Amp capacity required

Output - 10 Amps RMS (both outlets combined)

44.45 mm H x 127 mm W x 215.9 mm D

Weight: 1.36kg

www.furmansound.com
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Professional Power Conditioner PL-8 E SERIES II $499.00

SMP+ with Extreme Voltage Shutdown (EVS)

LiFT (Linear Filtering Technology) with zero ground contamination

Two retractable, long-life, low-heat LED light fixtures with dimmer switch

Rear BNC allows you to attach any goose neck lamp to illuminate the rear of your rack

Ten rear panel outlets and one front panel outlet

10 amp rating, with circuit breaker

Professional Power Conditioner PL-PLUS E SERIES II $699.00

All PL-8 E Series II features, Plus...

Front panel meter to display incoming line voltage ranging from 180 to 256 volts

Two retractable, long-life, low-heat LED light fixtures with dimmer switch

Rear BNC allows you to attach any goose neck lamp to illuminate the rear of your rack

Ten rear panel outlets and one front panel outlet

10 amp rating, with circuit breaker

Classic Series - New! $599.00
PL8

SMP+ with Extreme Voltage Shutdown (EVS)

LiFT (Linear Filtering Technology) with zero ground contamination

Two retractable, long-life, low-heat LED light fixtures 

Ten rear panel outlets and one front panel outlet

10 amp rating, with circuit breaker

Classic Series - New! $799.00
PL PLUS CE

SMP+ with Extreme Voltage Shutdown (EVS)

LiFT (Linear Filtering Technology) with zero ground contamination

Two retractable, long-life, low-heat LED light fixtures / LED Voltmeter

Ten rear panel outlets and one front panel outlet

10 amp rating, with circuit breaker

Classic Series - New!
PL PRO DMCE $1,199.00

SMP+ with Extreme Voltage Shutdown (EVS)

LiFT (Linear Filtering Technology) with zero ground contamination

Two retractable, long-life, low-heat LED light fixtures / Digital Power Meter

Ten rear panel outlets and one front panel outlet / Front USB Charger

16 amp rating, with circuit breaker

www.furmansound.com
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Merit Series M10 LXE $299.00
POWER CONDITIONER

Surge & Spike Protection

Two retractable, long-life, low-heat LED light fixtures (dimmable)

Ten rear panel outlets and one front panel outlet

10 amp rating, with circuit breaker

Merit Series M10 XE $199.00
POWER CONDITIONER

Surge & Spike Protection

Ten rear panel outlets and one front panel outlet

10 amp rating, with circuit breaker

NETW014 $12.95

10A Male IEC to FEMALE AUS Socket 30cm

Perfect for any product with a 'hard wired' power cord. 

It allows you a connection to any Furman power conditioner 
with IEC AC power outlets. 1.8m

NET016 - Male to Female IEC $7.95

Perfect for any product with a removable power cord. 

It allows you a connection to any Furman power conditioner 
with IEC AC power outlets. 1.8m

NETW017 $8.95

10A 3 Pin Female IEC – Male Aus 1.8m
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KOSUR20 $79.95
DJ Recording Stereophone. 

Freq Res 30-20,000Hz / 32ohm

Flexible headband with sling allows for easy, single sided

listening & maximum durability. Perfect for DJ use. 

KOSUR30 $99.95
Collapsible Stereophone. Ear cushions - Closed

Freq Res 18-20,000Hz / 100ohm

High fidelity Stereophone utilizes an anisotropic magnet and

1.4mil mylar element for deep bass and treble clarity.

KOSUR40 $139.00
Collapsible 20-20kHz 60ohms

Titanium element for impressive bass and treble clarity.

Ear cushions - Closed. 

Includes 3.5mm plug

KOSTD61 $74.95
Home Pro Stereophone. 

Ear cushions - Closed

Freq Res 25-15,000Hz / 38ohm. 

Includes 3.5mm / 6.4mm plug

KOSTD80 $169.00
Home Pro Stereophone. 

Ear cushions - Closed

Freq Res 20-17,000Hz / 60ohm

Includes 3.5mm plug

KOSKTX1 $14.95
Foam Cushion Portble Hear Thru. Ear cushions - Open

Freq Res 18-18,000Hz / 32ohm

Durable plastic headband adjusts for best fit. 

Includes 3.5mm plug

KOSKTX6 $29.95
Foam Cushion Portable. Ear cushions - Open

Freq Res 80-20,000Hz / 32ohm

Volume control on cord for easy level adjustment. 

Includes 3.5mm plug

www.koss.com
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75ohm COAX CABLE MOG315600 $19.95

• 3 Way Multicore 75 ohm Coaxial Cable 
• Ov. Dia. 14.0mm

• Length: 100m Roll

* Price per 'mtr'

MOG315700 $24.95

• 4 Way Multicore 75 ohm Coaxial Cable
• Ov. Dia. 15.5mm

• Length: 100m Roll

* Price per 'mtr'

MOG315800 $29.95

• 5 Way Multicore 75 ohm Coaxial Cable
• Ov. Dia. 17.5mm

• Length: 100m Roll

* Price per 'mtr'
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MOG296400 $3.95

• Single Audio/Video Cable  75ohm
• Colors: Black, Red, Yellow, Green, Blue. 

• Lengths: 100m Roll / 200m Spool

* Price per 'mtr'

MOG296500 $5.95

• Dual Audio/Video Cable  75ohm, 
• Colors: Black, Red, Yellow, Green, Blue

• Lengths: 100m Roll

* Price per 'mtr'

SPEAKER CABLE MOG308200 $7.50

• 2 Conductor 2mm²  (#14-AWG) 

studio speaker cable in coaxial configuration. 

• Features "Neglex" OFC

• Ov. Dia. 6.5mm

• Colour: Black / 100m Roll

* Price per 'mtr'

SPEAKER CABLE MOG292100 $24.95

• 4 Conductor 2.5mm²  (#14-AWG)

professional speaker cable in coaxial configuration. 

• Features "Neglex" OFC. 6.5mm OD.

• Colour: Black / 100m Roll

* Price per 'mtr'
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SPEAKER CABLE MOG297200 $22.95

• 4 Conductor 2mm²  (#15-AWG)                                                                                                
• Features "Neglex" OFC. 10.5mm OD.         

• Colour: Black / 100m Roll

• Lengths: 100m Roll

* Price per 'mtr'

SPEAKER CABLE MOG291900 $34.95

• 6 Conductor 2.5mm²  (#14-AWG) super-flexible 
• Features "Neglex" OFC. 12.8mm OD.  

• Colour: Black

• Lengths: 100m Roll

* Price per 'mtr'

SPEAKER CABLE MOG294100 $45.95

• 8 Conductor 2.5mm²  (#14-AWG) super-flexible 
professional speaker cable. Features "Neglex" OFC. 14.2mm OD.

• Colour: Black / 100m roll

* Price per 'mtr'

SPEAKER CABLE MOG310300 $20.95

2 Conductor 3.96mm2 (11-AWG) super flexible    
professional speaker cable.  

• Fetures "Neglex OFC. 12mm OD.

• Colour: Black only

• Length: 100m

* Price per 'mtr'
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Model / Description RRP Inc GST

S-VIDEO CABLE MOG294700 $3.50

Dual 75 ohm Coaxial Video Cable                                                                                                
for S-VHS interconnect.         

• 3mm OD.  

• Colour: Black

• Length: 153m Roll  

VGA CABLE MOG320608 $23.95

Plug & Play, VGA Cable, 
• 5 x 75 Ohm Coax, 3 x Twisted Pairs & 1 x Power Cable. 

• Colour: Grey, Length: 153m Roll

Balanced Cable MOG2582-00 $3.50

2 Conductor 
Extremely flixible and good resistance to abrasion.

Ov Dia 6.0mm

Colors available: Black, Red, Blue, Green, Yellow

100m Roll / 200m Spool

* Price per mtr

Balanced Cable (Quad) MOG2534-00 $5.95

4 Conductor 
Extremely flixible and good resistance to abrasion.

Ov Dia 6.0mm

Colors available: Black, Red, Blue, Green, Yellow

100m Roll / 200m Spool

* Price per mtr
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Bulk Speaker Cable Part / Description RRP Inc GST

CLANNS1602S Double Insulated 2x1.5sqmm Speaker Cable $2.95

CLANNS1492 Double Insulated 2x2.5sqmm 12g Speaker Cable $4.95

CLANNS1209T Figure 8 Clear 12g Flexible Hi Fi Grade Speaker Cable $4.95

CLANNT1102 Double Insulated 2x4sqmm Speaker Cable $9.95

CLANNT1104 Double Insulated 4x4sqmm Speaker Cable $14.95

CLANNT1410B Double Insulated 4x2.5sqmm 12g Speaker Cable $8.95

CLANNT1410D Double Insulated 8x2.5sqmm 12g Speaker Cable $9.95

CLAPMS0225 Superflex 2 x 2.5sqmm 9.5mm OD Speaker Cable $5.95

CLAPMS0425 Superflex 4 x 2.5sqmm 11mm OD Speaker Cable $9.95

CLAPMS0625 Superflex 6 x 2.5sqmm 14mm OD Speaker Cable $12.95

CLAPMS0825 Superflex 8 x 2.5sqmm 15mm OD Speaker Cable $19.95

SCP162SP $1.50
2-CONDUCTOR, 16 GAUGE
SPEAKER CABLE

Rating: CL-3/FT-4 Rated, UL/CSA Approved

Conductor: 2 x 16 AWG high purity OFC copper

Jacketing: Heavy-duty, low-friction, PVC

Marking: Sequentially numbered per foot

Cable Color: Yellow

Length: 1000ft / 305m - PULL BOX

SCP164SP $2.95
4-CONDUCTOR, 16 GAUGE
SPEAKER CABLE

Rating: CL-3/FT-4 Rated, UL/CSA Approved

Conductor: 4 x 16 AWG high purity OFC copper

Jacketing: Heavy-duty, low-friction, PVC

Marking: Sequentially numbered per foot

Cable Color: Yellow

Length: 500ft / 153m - PULL BOX

* Prices per mtr
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Part / Description RRP Inc GST

PAUCS6CFT $129.95

6.5 2way Coax Ceiling Speaker

* Price per pair

PAUCS8CFT $149.95

8in 2way Coax Ceiling Speaker

* Price per pair

Indoor / Outdoor Speakers

PAUCOMPACT43 $249.95
4in 2way Speaker 8ohm/100v 

PAUCOMPACT53 $269.95
5in 2way Speaker 8ohm/100v 

PAUCOMPACT63 $379.95
6in 2way Speaker 8ohm/100v 

PAUCOMPACT83 $399.95
8in 2way Speaker 8ohm/100v 

* Black or White Finish available

* Price per Pair
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